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PERRYVILLE HIGH SCHOOL

CONSTRUCTION DETAILS

A.VIDEO DETECTION ZONE
B. INSTALL 1 IN. LIQUID TIGHT FLEXIBLE NON-METALLIC ELECTRICAL CONDUIT

C. INSTALL MICRO-.OOP PROBE WITH 500 FT. LEAD-IN

D. INSTALL NON-INVASIVE MICRO-LOOP PROBE- WITH 500 FT. LEAD-IN

E. INSTALL ELECTRICAL HANDHOLE

F.INSTALL 3 IN.RIGID SCHEDULE 80 ELECTRICAL PVC CONDUIT - BORED

G. INSTALL 3 IN.RIGID SCHEDULE 80 ELECTRICAL PVC CONDUIT ~ TRENCHED
H. USE EXISTING HANDHOLE
I. USE EXISTING CONDUIT

J. INSTALL VIDEO CAMERAS AS SHOWN AND INSTALL VIDEO INTERFACE

EQUIPMENT IN EXISTING POLE MOUNTED CABINET
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GENERAL NOTES

NEMA PHASING

& 1 B2

g 6

g 4

FLASHING
OPERATION

PHASING NOTES:

1. PHASES ASSOCTATED BY A SOLID LINE WILL NOT CPERATE CONCURRENTLY.
2. PHASES ASSOCIATED BY A DASHED LINE MAY/WILL OPERATE CONCURRENTLY

1.VIDEO DETECTION CAMERAS SHALL BE AIMED 1 FT.BEHIND STOPLINE.
2. ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE PLANS

ARE SCHEMATIC ONLY AND MAY NOT BE COMPLETE.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING MISS UTILITY
PRIOR TO THE CONSTRUCTION SO THAT ALL UTILITIES MAY BE LOCATED
IN THE FIELD. IF THE CONTRACTOR PERCEIVES THAT A CONFLICT
BETWEEN UTILITIES AND THE TRAFFIC SIGNAL WILL OCCUR, THE
CONTRACTOR SHALL NOTIFY THE PROJECT ENGINEER IMMEDIATELY
SO THAT THE CONFLICT MAY BE RESOLVED.
3. DISCONNECT AND ABANDON EXISTING 6' x 30' LOOP DETECTORS AND REMOVE
ALL ASSOCIATED DISCONNECTED WIRING FROM EXISTING CONDUITS.
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